
 
 
DP-25S Direct Acting Pressure Reducing Valve (SS316) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
 
 
 

 
 
 
 

 
 
 
 
 

█ Features 

● By adjusting the bolt, the outlet pressure is maintained constant within a certain range; 

● All valve components are made of CF8M stainless steel, possessing good corrosion resistance 
and wear resistance; 

● The valve features a hybrid piston-and-diaphragm design, which extends its service life; 

● It offers a simple structure, responsive operation, and accurate pressure regulation. 

█ Specifications 
Model DP-25S 

Max. inlet pressure 25 Bar 

Reduced pressure 
A:  1～6  bar 
B: 4～10 bar 
C: 8～13 bar 

Applicable temperature   -30°C~+100°C 
End connection G, BSPT, NPT SCREW 

Materials 

Body SS316/CF8M 
Trims SS316/CF8M 

Gasket & seal FPM, NBR, EPDM 
Pressure Gauge 60mm O.D. Vibration-Resistant Type (SUS Case, Copper Internals) 

Body Hydraulic Test 1.5 times of applicable pressure 
 
█ Dimensions   

DN G L H Cv(m3/h) 

15 1/2” 70 100 2.1 

20 3/4” 85 100 3.4 

25 1” 92 105 5.5 

32 1-1/4” 140 130 14 

40 1-1/2” 140 130 21 

50 2” 160 130 25 
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█ Application 

Suitable for liquids such as 
water, weak acids, and 
weak alkalis. 

█ Order Code Instructions 
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